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Wiring Diagram for Premium Electric Valves - Single Switch Operation - 4 Pin to 4 Pin

BATTERY
12 VOLTS
DC ONLY 
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2 Pin Female

* Extension Cables are separately sold items

Extension Length DM  PN

0 Feet Not Required 

> 0 to 2 Feet DM 5218

> 2  to 4 Feet DM 5525

> 4 to 6 Feet DM 5227

> 6 to10 Feet DM 5219

> 10 to 12 Feet DM 5220

> 12 to 20 Feet DM 5223

> 20 Feet Custom Cable

+ BLACK

- GREEN

LED

In-Line Fuse Holder 
5 Amp Fast Blow
Fuse (5 x 20 mm)

- White (Motor)

+ Red (Motor)

Black (Switch)

Red (Switch)

2 Pin Male 

Switch w Fuse PN 5528 – 4 Pin Std. 

4 Pin Female 

Gray Outer 
Jacket

Red

Black

Green

White

4 Pin Male 4 Pin Female 

Optional Extension Cable *
(Refer Length – PN Table) 

Valve PN 5197

MAG 
SWITCH

+ Red (Motor)

White (Switch)

White (Switch)

- White (Motor)

4 Pin Male 
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BATTERY
12 VOLTS  DC

Wiring Diagram for Premium Electric Valves – Dual Switch Operation – 4 Pin to 4 Pin with ‘Wye’ Dual Port Harness 

+BLACK

- GREEN

LED

In – Line Fuse Holder 
5 Amp Fast Blow
Fuse (5 x 20 mm)

- White (Motor)

+ Red (Motor)

Black (Switch)

Red (Switch)

1st Switch w Fuse PN 5528 – 4 Pin Std. 

2 Pin Male

•
•

- GREEN

+ BLACK

2 Pin Female

4 Pin Female

+ BLACK

- GREEN

LED

In – Line Fuse Holder 
5 Amp Fast Blow 
Fuse (5 x 20 mm)

- White (Motor)

+ Red (Motor)

Black (Switch)

Red (Switch)

4 Pin Female

Optional Extension Cable*
(Refer Length – PN Table Pg. 2) 

Gray Outer Sleeve

Red

Black

Green

White

4 Pin Male

Optional Extension Cable*
(Refer PN – Length Table Pg. 2) 

Gray Outer Sleeve

Red

Black

Green

White

4 Pin Male 4 Pin Female

4 Pin Female

‘Wye’ – Dual Port Harness PN 5603 *

Gray Outer 
Sleeve

•
•
•
•
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4 Pin Male

4 Pin Male

4 Pin Female

MAG 
SWITCH

+ Red (Motor)

White (Switch)

White (Switch)

- White (Motor)

Valve PN 5197

4 Pin Male

- GREEN

+ BLACK

* 2nd Switch, ‘Wye’ Dual Port Harness and Extension Cables are separately sold items

2nd Switch w Fuse PN 5528 – 4 Pin  Std. 
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Wiring Diagram for Premium Electric Valves - Single Switch Operation – 4 Pin to 2 x 2 Pin

BATTERY
12 VOLTS
DC ONLY 

Valve PN 5197

MAG 
SWITCH
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B
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N

Optional Extension Cable *
(Refer Length – PN Table) 

+ Red (Motor)

White (Switch)

White (Switch)

- White (Motor)

2 Pin Female

Switch w Fuse PN 5528 – 2 x 2  Pin 

4 Pin Male 

* Cable PN 5218 – 1 is required at a minimum for operation

Extension Cables  are separately sold items

Extension Length DM PN

0  to 2 Feet DM 5218 -1*

> 2 to 4 Feet DM 5525 -1

> 4 to 6 Feet DM 5227-1

> 6 to 10 Feet DM 5219 -1

> 10 to 12 Feet DM 5220 -1

> 12 to 20 Feet DM 5223 -1

> 20 Feet Custom Cable

+ BLACK

- GREEN

LED

In-Line Fuse Holder 
5 Amp Fast Blow
Fuse (5 x 20 mm)

- White (Motor)

+ Red (Motor)

Black (Switch)

Red (Switch)

2 Pin Male 

2 Pin Female 

2 Pin Female 

Gray Outer 
Jacket

Red

Black

Green

White

2 Pin Male 

4 Pin Female 

2 Pin Male 
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Wiring Diagram for Premium Electric Valves – Dual Switch Operation – 4 Pin to 2 x 2 Pin with ‘Wye’ Dual Port Harness

BATTERY
12 VOLTS  DC

1st Switch w Fuse PN 5528 – 2 x 2  Pin

2 Pin Male
•
•

- GREEN

+ BLACK

2 Pin Female

+ BLACK

- GREEN

LED

2nd Switch w Fuse  PN 5528 – 2 x 2 Pin Std. 

Optional Extension Cable*
(Refer Length – PN Table Pg. 4) 

Optional Extension Cable*
(Refer PN – Length Table Pg. 4) 

‘Wye’ – Dual Port Harness PN 5603

Gray Outer 
Sleeve

•
•
•
•
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4 Pin Male

4 Pin Male

4 Pin Female

MAG 
SWITCH

+ Red (Motor)

White (Switch)

White (Switch)

- White (Motor)

Valve PN 5197

4 Pin Male

- GREEN

+ BLACK

+ BLACK

- GREEN

LED

In-Line Fuse Holder 
5 Amp Fast Blow Fuse (5 x 20 mm)

- White (Motor)

+ Red (Motor)

Black (Switch)

Red (Switch)

2 Pin Female 

2 Pin Female 

In-Line Fuse Holder 
5 Amp Fast Blow Fuse (5 x 20 mm)

- White (Motor)

+ Red (Motor)

Black (Switch)

Red (Switch)

2 Pin Female 

2 Pin Female 

Gray Outer 
Jacket

Red

Black

Green

White

2 Pin Male 

4 Pin Female 2 Pin Male 

Gray Outer 
Jacket

Red

Black

Green

White

2 Pin Male 

4 Pin Female 2 Pin Male 

* PN 5218 – 1 is required at a minimum for operation.  Extension Cables are separately sold items


